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Preface

The following conventions have been used in this document:

[HELVETICA FONT] Used to indicate keysto be pressed. For example, press
[RETURN].

Courier Font Used to indicate entries to be typed at the keyboard, operating
system commands, titles of windows and dialog boxes, file and
directory names, and screen text. For example, type the
following command at the prompt:

set env boot -devi ce di skN

Italics Used for emphasis.
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1. Introduction

Overview

The Defense Information Infrastructure (DIl) Common Operating Environment (COE) Version
3.2.0.0 Kernel Patch 1 for Solaris 2.5.1 encompasses the following changes:

C

The runtime tool COEInstaller now supports helper functions. Helper functions are
“bolt-ons” invoked by the DIl COE tools whenever the tools encounter a segment
descriptor they are unable to process. The DIl COE Version 3.2.0.0 Programmer’s
Manual for Helper Function, provides a description of helper functions and how to create
them.

Multiple account groups are supported. That is, a segment can now belong to more than
onhe account group.

Patches can be installed from the network.
Any logout process now runsto completion without being terminated by its parent.

During profile switching, execution of login processes for the newly selected profile are
now supported.

The RegrdScripts are now extendable for global profiles with Security Administration and
System Administration account group types.

Severa enhancements and fixes to the Name Information Service (NIS) Setup options
(i.e., NIS Initidization, NIS Remove, and Add NIS Client on Solaris) have been made.
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12 Referenced Documents
The following documents are referenced in this installation guide:

C DII.3200.HPSOL .Helper.PM-1, Defense Information Infrastructure (DI1) Common
Operating Environment (COE) Version 3.2.0.0 Programmer’ s Manual for Helper
Function (HP-UX 10.20/Solaris 2.5.1), September 26, 1997

C DI1.3200.S01251.Kerndl.IG-1, Defense Information Infrastructure (DI1) Common
Operating Environment (COE) Version 3.2.0.0 Kernel Installation Guide (Solaris 2.5.1),
July 25, 1997

C DI1.3200.S01251.KernelP1.AG-1, Defense Information Infrastructure (DIl) Common
Operating Environment (COE) Version 3.2.0.0 System Administrator’s Guide for the
Kernel Patch 1 (Solaris 2.5.1), September 26, 1997.
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2. Kernd Patch Installation

The DIl COE Version 3.2.0.0 Kernel Patch 1 (Solaris 2.5.1) tape is a patch segment and must be
installed after the Solaris 2.5.1 Operating System and the DIl COE Version 3.2.0.0 Kernel. Refer
to the DIl COE Kernel Installation Guide (Solaris 2.5.1) for instructions on installing the Solaris

2.5.1 Operating System and the DIl COE Kernel.

Follow the steps below to install the DIl COE Version 3.2.0.0 Kernel Patch 1 (Solaris 2.5.1)
segment. Refer to the DIl COE System Administrator’s Guide for the Kernel Patch 1 (Solaris
2.5.1) for more information about installing segments.

STEP 1. Load thepatch tape. Load the patch tape into atape drive.

STEP2: Login assystem administrator. Inthe DIl COE login screen, type sysadmi n a
the Name prompt and press [RETURN].

STEP3: Enter thesysadmni n password. Typethesysadni n password at the Passwor d
prompt and press [RETURN]. The System Administration software appears.

STEP4: Select the segnent | nstal | er option. Select the Segnent | nst al | er option
from the Sof t war e pull-down menu. Thel nst al | er window appears (Figure 1).

J|J

File Source Installed Contents

Source Awailable Disks
Disk | Actual || available || selected || Reserved
Host: LOCAL test13S
Device: DaT /h 17361 MB | 80.09MB 0.00 ME §4.52 ME
/home1 345,97 ME G77.57 MEB 0.00 MEB 162,39 MEB
Select Source | Read Con‘ren‘rs|
< T~

Currently Installed Segments

Tupe Mame Version Class  Size Disk _
05w COE Component Parent 1.0.0.2 §] 2.93 ME /h j
O s/ Password 1.0.0.2 U 455M8  /h
O 50w * Display Manager 1.1.0.2 §] 251 ME /h
0 s/w Console window 1.0.0.2 U 1.86MB  /h /
=]

s ';\'\::.I

Exit |

Figure 1. Installer Window

NOTE: Ensurethat you can seethe wholel nst al | er window by clicking on the bottom right
edge of the window and dragging the trackball or mouse outward to enlarge the window.

STEP5: Check theingtallation device. The Sour ce panel displays the name of the host
machine and the name of the installation device. The device selection defaults to
the DAT drive on the local machine. If you want to select the REMOTE option to
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install from a remote machine, click onthe Sel ect Sour ce button in the Sour ce
panel to open the Sel ect Sour ce window (Figure 2); then make necessary
changes and click the ok button to returnto thel nst al | er window.

Host Device
(/LOCAL _JCARTRIDGE (_)CD—ROM
_JREMOTE| | (T DAT _EXABYTE

INETWORK _)OTHER

| Ok | Cancell i

Figure 2. Select Source Window

STEP6: Read thetable of contentsof the DAT. Click onthe Read Cont ent s buttonin
the Sour ce panel. The mediais scanned, and the | nst al | er window adds the
Sel ect Software To Install panel. Thispanel liststhe DIl COE 3.2.0.0
Kernel Patch 1 segment, which is the patch you want to install. Figure 3 shows a
sample | nst al | er window with the Sel ect Software To Install panel.

= [

File Source Installed Contents Hahs
Source -Available Disks

Disk || Actual || Available || setected || Res:

Host: LOCAL snickers

Device: DAT / | 353.13mB | 199.52MB | O0.00MB | 1=

Select Source FRead Contentsl

<1 ! -

Basmved Spece

Currently Installed Seg 1its

Type MName Yersion Class Size Disk
™ 8/w COE Component Parent 3.2.0.0 u 21.98 MB /h j
[y s/w X Display Manager 1.1.0.2 u 1.82MB  /h
™ s/w Password 1.0.0.2 u 3.30MB  /h
M QAn Naadman 1nn2 1 n_24 MR Ih i
[ =

Hafeass Mates {elnstal 86)?’%%{{;;'0'

=
Select Software To Install
Type MName Yersion Class Size Disk
[ PATCH DIl COE 3.2.0.0 Kernel Patch 1 3.2.0.0P1 u 7.39 MB /h
Heiosss Motas | Femobres | Confiots
Het e Exit |

Figure 3. Installer Window with Select Software To Install Panel

STEP7: Select the segment that you want to install. Click ontheDi | COE 3.2.0.0
Kernel Patch 1segmentinthesSel ect Software To Install panel to select it
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for installation. The Avai | abl e Di sks panel displays the mounted disk drives on
the system and the remaining available disk space as the segment is selected.

NOTE: If you wish to view Release Notes and Requires information, continue on to Step 8
and Step 9. If not, go to Step 10.

STEP8: View Release Notesfor the segment. Click onthe Rel ease Not es button in the
Sel ect Software To Install pane to display release notes for the DIl COE
3.2.0.0 Kernel Patch 1 segment. Figure 4 shows a sample RELEASE NOTES
window.

|

Name: DIl COE 3.2.0.0 Kernel Patch 1 Version: 3.2.0.0P1
Read From Table Of Contents

RELEASE NOTES

EThis iz Patch 1 to the DII COE 3.2.0.0 kernel. The following changes have
been incorporated:

1. The COEInstaller now supports the Helper functionality.

[ I

2. The owner/group/permission settings on the dot files stored in
/h/USERS/ (local or global)/Profiles/<profile name> directory have
been set to root/admin/o-w.

3. During profile switching, execution of login processes for the
newly selected profile are now supported.

4. The RegrdScripts are now extended for global profiles.
5. The /rhosts file, created in the secman home directory during

the addition of a NIS client to the NIS server via the Network/NIS
menu, is now owned by secman. 7

{ ok | P |

Figure 4. RELEASE NOTES Window
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STEP9: View segmentsthat need to beinstalled. Click on the Requi r es button in the
Sel ect Segment To Install panel. The REQUI RED SEGVENTSwindow
(Figure 5) appears listing the DI1 COE 3.2.0.0, which needs to be installed before
the DIl COE 3.2.0.0 Kernel Patch 1 segment.

MNAME............ DIl COE 3.2.0.0 Kernel Patch 1
YERSION:........3.2.0.0P1

MNAME YERSION

1

COE Component Parent 3.2.0.0

¥

- o |

Figure 5. REQUIRED SEGMENTS Window

NOTE: You do not need to click onthe Conf 1 i ct s buttoninthe Sel ect Segnent To
I nst al | panel because this patch segment has no conflicting segments.

STEP 10: Begin theinstallation processfor the segment. Click onthel nst al I button
once you select the DIl COE 3.2.0.0 Kernel Patch 1 segment. Thel nst al | er
St at us window appears, which shows the segment you are installing and the size
of the segment. Thiswindow also shows aPer cent Conpl et e status bar, which
displays the status of the installation.
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STEP 11: Reboot the system. Once the installation is complete, the RESPOND TO THE
QUESTI oNwindow appears (Figure 6). Click on the ok button to reboot the

system.

— ==

The Segment (DIl COE 3.2.0.0 Kernel Patch 1) requires system reboot.
Do you really want to reboot after installation is done?

1 Ok Cancel I

Figure 6. RESPOND TO THE QUESTION Window

STEP 12: Ensurethe segment installed correctly. Once the system reboots, select the
Segnent | nstal | er option from the Sof t war e pull-down menu. Thel nst al | er
window lists the DIl COE 3.2.0.0 Kernel Patch 1 segment intheCurrent |y
Install ed Segnents panel.

STEP 13: Exit thelnstal | er window. Click onthe Exi t button to exit thel nstal | er
window.
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